UV-cured Polymer Solid Electrolyte Reinforced using a Ceramic-Polymer Composite Layer for Stable Solid-State Li Metal Batteries

Hye Min Choi¹,², Su Jin Jun¹, Jinhong Lee¹, Myung-Hyun Ryu¹, Hyeyoung Shin²*, and Kyu-Nam Jung¹*

¹Renewable Energy Institute, Korea Institute of Energy Research, 152 Gajeong-ro, Yuseong-gu, Daejeon 34129, Republic of Korea
²Graduate School of Energy Science and Technology, Chungnam National University, Yuseong-gu, Daejeon, 34134, Republic of Korea

Fig. S1. SEM images of commercial LLZO powder used in this work.

Fig. S2. Surface SEM images of the commercial cellulose separator used in this work.

*E-mail address: shinhy@cnu.ac.kr (H. Shin), mitamire@kier.re.kr (K.-N. Jung)
DOI: https://doi.org/10.33961/jecst.2022.00829
This is an open-access article distributed under the terms of the Creative Commons Attribution Non-Commercial License (http://creativecommons.org/licenses/by-nc/4.0) which permits unrestricted non-commercial use, distribution, and reproduction in any medium, provided the original work is properly cited.
Fig. S3. DC polarization curve and AC-impedance spectra for CF-PCCE.